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Product Features
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•Super-Slim Design, 8.2mm Thickness with Center Thickness of 
5.5mm, Aesthetic Looking.

•Structural Beauty and Stability, Convenient for Ceiling Mount 
Installation.

•Unique Light Source Layout with Laser-Engraved Light Guide 
Plate to ensure Light Uniformity above 0.8.

•Low Voltage, Non-Flickering External Power Supply.

•Variety of Wattages and Dimming Options to choose from 0-10V 
or Dali Dimming.

•Special Thermal Management Design to ensure longer lifetime.

Performance Summary

Product Dimension
(mm)
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Luminance Intensity 
Distribution 

Light Distribution Curve [Unit:cd]

LLHT27-S036
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Cone Lux Diagram

LLHT27-S036
LLHT27-S048

LLHT27-S054 LLHT27-S072

LLHT27-S048

LLHT27-S054 LLHT27-S072
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Standard Ordering Data
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Technical Parameters  

 

 

 

 

 

 

 

Model No LLHT27-S036/S048/S054 LLHT27-S036/S048/S054 LLHT27-S054/S072/S090 

Power Consumption (W) 36W/48W/54W 36W/48W/54W 54W/72W/90W 

Luminous Flux  3600lm/4800lm/5400lm 3600lm/4800lm/5400lm 5400lm/7200lm/9000lm 

Input Voltage (V) AC220-240V 50/60Hz 

Power Factor 0.95 

Input Current (A) 0.3A 0.3A 0.5A 

Color Temperature (K) 3000K/4000K/5000K 

CRI 85（R9>0） 

Efficacy 100lm/W 

Driver Options 
(N) Standard Non-Dim Driver / (P) 0-10V Dimmable Driver / (D) DALI Dimmable Driver /                    

(Y) 2.4GHz Wireless Dimmable Driver / (Q) 2.4GHz Wireless Dimmable & CCT Adjustable Driver 

Ambient Temperature (℃) -10℃~40℃ 

Ambient Humidity (%) 10%-90% (No condensation) 

Lifetime (h) 5 years 

IP Rating IP20 

Weight (kg) 2.65kg 2.65kg 5.25kg 

Dimension (mm) 295*1195*8.2(C) 595*595*8.2(D) 595*1195*8.2(E) 

LED Brand Samsung 2835 Samsung 2835 Samsung 2835 

Material Aluminum + PMMA Aluminum + PMMA Aluminum + PMMA 

Product Standards CE/RoHS CE/RoHS CE/RoHS 

Technical Data (Testing Conditions 25°C) 

P r o d u c t  S p e c i f i c a t i o n  Version: A1  Page:2/5 

Department: R&D 

Date: 2015-09-03 



THE A + GROUP

10

Packaging Details

Packaging Schematic
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Hong Kong Office 
Wai Chi Opto Technology Ltd 
Address: 6/F Liven House, 63 King Yip Street 

Kwun Tong, Kowloon, Hong Kong 
Phone:  852 3760 2888 
Fax:     852 2341 8144 
Email:   lighting@waichi.com 

Manufacturing Plant 
Huizhou Wai Chi Electronics Limited 
Address: Hongda Industrial Park, Meihua Village 
         Luoyangzhen, Boluo, Huizhou 
         Guangdong, China 516100 
Phone:  86 752 6959 999 
Fax:     86 752 6959 888 

 

 

 

 

 

 

 

                    

Packing Dimensions: 

 

 

 

 

Above data is for reference only and subject to change; actual characteristics of outgoing product will be 

listed in contract or invoice & packing documents.  We reserve the right to modify above information without 

prior notice. 

 

 

 

 

 

 

 

 

 

Model No LLHT27-S036/S048/S054 (C) LLHT27-S036/S048/S054 (D) LLHT27-S072/S054/S090 (E) 

Carton 
Dimension (mm) 

340*75*1240 640*75*640 640*75*1240 

Qty / Carton 2 2 2 

Net Weight (kg) 5.3 5.3 10.5 

Gross Weight 
(kg) 

TBC 

Packing 

Note 
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Product Installation Diagram

面板灯

吊顶天花板

3-Dimensional    

 

Surface Mounted with Bracket 

 

Suspended 

 

Recessed    

 

Hole Mounted 

 

Ceiling Mounted 

 

Surface Mounted with L-Shape Hinges 

 

Snap-On    
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Installation 



Address 
Unit 7, 18/F., Metro Centre II, No. 21 Lam Hing Street,

Kowloon Bay, Kowloon, Hong Kong

Web Site
www.the-agroup.com.hk

E-mail 
info@the-agroup.com
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We reserves all rights to make any changes to technical information's or data without notification, 
should there be any dispute the decision of The A+ Group shall be final.


